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HOST SYSTEM 403-1 SENDS "PLACE TAPE 
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FC-TO-SCSI BRIDGE 107b DETERMINES WHETHER 
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IF AUTHORIZED, FC-TO-SCSI BRIDGE 107b SENDS 
COMMAND TO EXTERNAL CONTROLLER 108 



EXTERNAL CONTROLLER 108 TRANSLATES 
MESSAGE, e.g. TRANSLATES VIRTUAL TAPE 
CARTRIDGE 2 TO TAPE CARTRIDGE 32 



EXTERNAL CONTROLLER 108 COMMUNICATES 
TRANSLATED MESSAGE TO INTERNAL CONTROLLER 102 



INTERNAL CONTROLLER 102 CONTROLS 
ROBOTICS SUBSYSTEM TO PLACE TAPE 
CARTRIDGE 32 INTO TAPE DRIVE 103c 



INTERNAL CONTROLLER 102 COMMUNICATES 
"OPERATION COMPLETED" MESSAGE TO 
EXTERNAL CONTROLLER 108 



EXTERNAL CONTROLLER 108 COMMUNICATES 
"OPERATION COMPLETED" MESSAGE TO HOST 
SYSTEM 403-1 VIA FC-TO-SCSI BRIDGE 107b 
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